BOTA DE INTERVENCION - BLACKFIGHTER
BOTA ALTA ANTICORTE

Cuero CRAZY HORSE en grosor de 2,2 - 2,4 mm
MEMBRANA FREE-TEX® transpirable y termoaislante
Poliuretano expandido de gran absorbencia, antiestatico.

MICHELIN®-PU/RUBBER - resistente al calor hasta 300°C, resistente a
combustiblles, antiestatica,resistente a llama segtn EN 15090:2012

36 - 48
EN ISO 20347:2011, CE 1023 EN 15090:2012 F2A, HI1

S3 HRO SRC WR CI F2A HI3 - con puntera de composite y mediasuela de
kevlar,hilo de kevlar, hidrofébico, FREE-TEX®




BOTA DE INTERVENCION - BLACKFIGHTER
BOTA ALTA ANTICORTE

Propiedades

m Midsole penetration protection nonmetallic-PL  No
S Mldsole penetration protectmn nonmetallic-PS No
No
No
r | Resist. of the outsole against contact heat Yes
(WR) water resistant Yes
(WRU water resistant upper Yes
{1 Insulation against cold Yes
Insulation of the outsole against heat Yes
O Resist. of the outsole against fuel oils Yes
{P Midsole penetration protection Yes
{E' Energy absorption in the heel area Yes
M Instep protection No
Antistatic properties Yes
AN Ankle protection No
m Cut resistant upper No
SRA Yes
m Antislip prop. on smooth steel with glycerol Yes
m Antislip resistance SRA + SRB Yes
: Yes
Yes
No
METALLIC Footwear without metal parts No
m antistatic properties ESD No
No

Si

Shoe mrkmg S3
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